2
	Risk Assessment
	Spinaclean LTD

	LOCATION

Regent Court Shopping Centre 
Management Suite 

28 Livery Street 

Royal Leamington Spa 

Warwickshire 

CV32 4NG


	ACTIVITY DESCRIPTION

High-pressure cold water cleaning of Oatmeal Granite Topped Paving using various attachments and lances fitted to motor driven pressure washers.

Special note a mild solution of acid may be used on the outer areas of the fountain (not in the fountain area) to remove residual cement staining if cold water pressure does not suffice


	ASSESSMENT No. 

	Job

Steps
	HAZARD

Health, Safety & Environmental
	INITIAL RISK
	CONTROLS
	RESIDUAL RISK

	
	Hazard Description

And Effect


	Population at risk
	Likelihood of Occurrence
	Hazard Severity 
	Risk Rating
	List all

Controls Required
	Likelihood of Occurrence
	Hazard Severity
	Risk Rating

	Job  tasks
	Hazards identified
	Personnel at risk.
	From matrix, 
	From matrix.
	Risk rating.
	Controls applicable for each hazard.
	From matrix.
	From matrix.
	Risk rating.



	1.  Young Persons
	· Lack of training, knowledge and experience.

· Inadequate supervision.
	Young persons.
	5
	5
	25
	There will be nobody under the age of 18 years working on site.
	1
	5
	5

	2.  Hazards
	· Exposure hazardous materials.

· Noise and vibration problems.

· Poor housekeeping and hygiene standards.

· Failure to wear protective equipment (PPE).
	Operators on site.
	5
	5
	25
	· Use only trained & experienced operators on site who are aware of the relevant H&S information.

· Operators will have the necessary PPE for pressure washing and surface sealing i.e. head, foot and eye, ear protection, hi-vis clothing, & anti-vibration gloves.
	2
	5
	10

	3.  Delivery and collection of cleaning machines.
	· Driving and manual handling issues.
	Engineers and operators on site.
	5
	5
	25
	· Machines must be fixed securely whilst in transit.

· Drivers must hold current driving licence.

· No drink driving.

· Individual engineers/ operators are responsible for their own ramps, which must be properly fixed and rigid before use.
	2
	5
	10

	4.  Operating the pressure washing equipment.
	· Exposure hazardous materials.

· Noise and vibration problems.

· Poor housekeeping and hygiene standards.

· Fire
	Operators on site.
	5
	5
	25
	· The machines must meet the essential HSE requirements needed to eliminate dangers to users. 
· Fuel for machines will be kept in safe containers in company vehicles, off site.
· Use of PPE.
	2
	5
	10

	5.  Performance of equipment.
	· Pressure washing equipment performance may be faulty.
· 
	Operators.
	5
	5
	25
	· Only trained on-site operators will remove and replace any defective equipment.
	1
	5
	5

	6 Wet areas.
	· Slips and falls.
	Operators and general public
	5
	5
	25
	· The working area will be closed by a barrier/cones/hazard tape and signed to inform public that the work being performed has a slip/fall accident risk.


	1
	5
	5

	7.  General safety issues
	· Lack of training, knowledge and experience of operators.

· Inadequate supervision.

· Moving machinery.


	Operators on site


	5
	5
	25
	· All operatives are experienced and have been put through the Spinaclean training programme.

· There will be an on-site person responsible for overseeing the work by use of good supervision.
	1
	5
	5

	8. House keeping
	· Poor housekeeping and hygiene standards causing slips and falls.

· Failure to wear protective equipment (PPE.)
	Operators on site
	5
	5
	25
	· The trained & experienced operators on site are aware of the relevant H & S information.

· They will have the necessary PPE for pressure washing and surface sealing i.e. head, foot and eye protection, hi-vis clothing, & gloves.


	1
	5
	5

	9.  Vehicle movement son site.
	· Crashing vehicle into people or buildings
	Operatives on site and general public
	5
	5
	25
	· Flashing amber lights to be fitted on the top of company vehicles.
· Only trained drivers using vehicles.

	1
	5
	5

	10.  Fitness to work.
	· Causing accidents to self and others.
	Operatives on site and  general public
	4
	5
	20
	· Any operative who is unfit, unwell or under the influence of dink/drugs will be removed from site and sent home.

	1
	5
	5

	11.  Fire
	· Refuelling pressure washers.

· Fire
	Operatives on site and general public
	5
	5
	25
	· No naked flames to be present drip trays to catch spillages underneath machine.
· Only trained operators to do refueling pressure washer.
	1
	5
	5

	12.  Vibration problems.
	· Repetitive strain injury (trigger times) pressure washers.
	Operative 
	5
	5
	25
	· Machines fall under the action level of 2.5mm per second no trigger time necessary. Anti-vibration gloves are worn in any case.
· Use of trained operators using equipment.
	2
	5
	10

	13.  Vibration problems.
	· Repetitive strain injury (trigger times) turbo lance
	Operatives
	5
	5
	25
	· Operative not use turbo lance for longer than 3 hours continuous anti-vibration gloves to be worn.
· Use of trained operators using equipment.
	2
	5
	10


I                                                                      




have read and understood the Spinaclean LTD

                    BLOCK CAPITALS (OPERATIVE TO SIGN)

Risk and Method Statement and will carry all contained within at all times whilst on site

Operative Signed:                                                      



Date       

	ASSESSOR NAME (PRINT) 

 Reviewed: 
	SIGNATURE

	Date:



